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الصور هي لأغراض التوضيح فقط

Pictures are for illustration purposes only

1

ن أخضن قطر  نوع أول حبيبات غي  مكررة ، عالي  (4/3) انش 0.75 أنبوب بولي ايثيلي 

 مير وزن الأنبوب الواحد لا يقل عن 3الكثافة ، مرونة عالية ، مقوم للتآكل  ، طول الأنبوب 

 غرام 450

Green Polyethylene Tube, 0.75-inch Diameter (4/3), Grade 1, Non-

repeated granules, High-density, High flexibility, Corrosion-resistant .

Each tube has a length of 3 meters and weighs no less than 450 grams.

M 72000

2

رقائق نايلون طبقة واحدة معدة للانفاق الزراعية نايلون مثبت  (رولات  )توفي  بكرات 

من تكون هذه الرقائق من الانواع المتينة  % 4 لا يقل عن UVحراري مع إضافات ال  

وذات الجودة العالية مقاومة للعوامل الجوية والتمزق من المصادر المؤهلة والموثقة 

. جرام290 ميكرون، يجب أن لا يقل وزن المير الواحد عن 100بسماكة 

Providing reels (rolls) of single-layer nylon sheets specifically 

designed for agricultural tunnels. These nylon sheets are heat-set and 

include UV4%  additives for durability and high quality, making them 

resistant to weather conditions and tearing. Sourced from qualified 

and certified companies , the sheets have a thickness of 100 microns .

Each meter of sheet should weigh no less than 290 grams.

KG 11000

3

ن ذو جودة عالية مقاوم لعوامل الطقس لربط 450توفي  بكرات خيط نايلون   غرام متي 

الأقواس بالانفاق الزراعية 

Providing sturdy, high-quality nylon thread reels weighing 450 grams 

each, resistant to weather conditions, for tying the arches in 

agricultural tunnels.

PCS 100

Total 0


