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Supply and installation of a prefabricated unit with internal dimensions of 7 * 4 m and

a height of 3 m made of sandwich panel boards and iron bars according to the

following specifications: ‘
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First:

*The sandwich panels used in the walls and ceilings have a total thickness of 5 cm,
made of compressed foam and coated with iron sheets treated against rust and
corrosion with a thickness of not less than 0.23 mm, the weight of the square meter
of the sandwich panel is not less than 5.6 kg, it is thermally insulated and not affected
by weather factors and is characterized by strength and durability and does not rot or
decompose for the ceiling and walls are fixed by channels made of iron with a
thickness of 2 mm.

*The iron structure is made of industrial iron bars) 10 10 cm main ribs + 5 10 cm for
the cutters)

*The ceilings are made of industrial iron bars 8 * 4 cm and equipped with a false
PVC ceiling in addition to a rainwater collector with two rain outlets made of metal
pipes measuring 2 inches with all accessories.

*The floor is emptied and reinforced by a metal rod 4 * 4 cm diagonal hidden within
the concrete floor base.

*Equipped with a PVC door with a frame number 1 with dimensions of 2* 1 m
equipped with a lock with all the required accessories.

*Equipped with windows) 1 * 1 m (number 2 system of two drafts made of high-
guality PVC - first type and Italian accessories.

*An overhead canopy for windows and doors made of iron to protect them from rain
leakage inside.

*The room is equipped with a heater opening and two places for the wall fan with an
air extractor for the room measuring 40 40 cm and a side aluminum shelf measuring
30 30 cm.

*The thickness of the industrial iron bars is not less than 2 mm and all metal parts
are coated with a layer of primer and two layers of oil paint.
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Second:

*The electrical supply for the unit:

sInternal lighting number 3 points with a capacity of 20 watts

*External lighting number 2 with a capacity of 30 watts protected from rain

*Supply points number 1) each point contains two sockets)

*Operating sockets for indoor and outdoor lighting, fans and air extractor number 5
sockets

*Electrical circuit breakers number 2) caliber 10 amps)

*The cables used are 4 mm in size with the main source and 2 sizes 2.5 mm 2 for
the sockets and 1.5 mm 2 for the lighting with everything necessary for hidden
connections.
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Third:
Supply and installation of iron protections for caravan doors with dimensions (1.1 * 2)

m so that its weight does not decrease by 50 kg according to the following design:

1- A profile of a metal profile with dimensions of (8 * 4) cm with a thickness of 2 mm
with a wing on one side, the length of the wing is not less than 1 cm.

2- One door, its frame is a profile with dimensions of (4 * 4) cm with a thickness of 2
mm and a horizontal width in the middle of the same section and thickness and
vertical bars every 15 cm from a profile with dimensions of (2 * 2) cm with a thickness
of 1.8 mm.
3- Joints number 3, their size is 12 cm and their diameter is not less than 1.5 cm
4- A saw of iron with a thickness of 2 mm with dimensions of (20 * 25) cm to fix
behind it a lock.
5- An iron lock that weighs no less than 1 kg from the best Turkish brands.
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Fourth:

Supply and installation of iron protections for caravan windows with dimensions (1 *

1) m so that its weight does not decrease by 30 kg according to the following design:

Its frame is a profile with dimensions of (4 * 4) cm with a thickness of 2 mm and
vertical bars every 15 cm from a profile with dimensions of (2 * 2) cm with a thickness
of 1.8 mm.

Lla
i) S JalS 3 3l ity 4308 S S o A 3465 e S0 B gl 5 ol s a5 i
LS il



ACTION
FeR
HUMANITY

Fifth:

Supply and installation of ceramic type first for the caravan floor with the
implementation of a drainage point for each caravan, the supplier bears the full costs
of transportation and installation.
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Sixth:

Supply and installation of a gas conditioner type first (inverter) 1 ton with all electrical
connections and installation of a special circuit breaker for the conditioner, the
external piece is installed on a metal base fixed to the side bars 10 * 10 by the
appropriate welding.



